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IN THE CLAIMS: 




cA 




1 . (Previously Amended): A method for updating a current booy code in a data 
processing system in which the current boot code is used to load an operating system, the 
method comprising the data processing system implemented steps of; 

loading a current boot code from a non-volatile memory; 
initiating a boot sequence using (he current boot codfc; 

searching a storage device for an updated boot cocje for the operating system in 
response to initialing (he boot sequence; and 

updating the current boot code in the non-volatijb memory prior to loading the 
operating system for the data processing system if the updated boot code is present. 

2. (Original): The method of claim 1, wherein the storage device is a non-volatile 
random access memory, 

3. (Original): The method of claim 1, wherein ll/e operating system is stored on the 
storage device. 

4. (Original): The melhod of claim 3, wherciA the storage device is a removable storage 
device locally connected to the data processing syslem. 

5. (Original); The method of claim 1 further comprising: 

loading the operating system using the current boot code if the updated boot code 
is absent. 

6. (Original): The method of claim 1 /wherein the updating step comprises: 

replacing the current boot cope with the updated boot code prior to loading the 
operating system. 

7. (Original): The method of cJajfu 1 , wherein thu updating step forms a new current boot 
code and further comprises: 
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rcslarting the daia processing system using the new current boot code; and 
loading the operating system using the now current boot code. 




8, (Original): The method of claim 1, wherein the updateffboot code is present ifa boot 
code is present on the storage device in which the boot code is a later version of the 
current boot code. 



9. (Original): The method of claim 1, wherein the 
code is located on die storage device. 



/pdatcd boot code is present if a boot 



10, (Previously Amended): A method in a data processing system for loading an 
operating system using a boot coUc, the method comprising: 
loading a current boot code; 

searching, by the current boot cod^( for an updated boot code prior to loading the 
operating system; 

determining, by Ihe cuircnt boo^codc, whether the updated boot code is a later 
version of the current boot code; and 

updating the current boot code using the updated boot code responsive to the 
updated boot code being a later version of the cunent boot code. 



11. (Original): The method of claim 10, wherein Ihe searching stop comprises: 

searching a local sloragt/dcvicc for the updated boot code prior to loading the 
operating system. 

12. (Previously Amended): /The method of claim II, wherein the local storage device 
contains the operating system. 



13. (Original): The inelnod ofclaim 10, wherein Uic searching step comprises: 

searching a stooge device located remotely to the data processing system for the 
updated boot code pri6r to loading the operating system. 
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14. (Original): The method of claim 13, wherein the storage device is located on a 
server. 




1 5. (Currently Amended): A data processing systcn^comprising: 
a bus; 

a first storage device connected to the bu^ wherein the first storage device 
includes current boot code instructions; 

a second storage device connected toyfoe bus, wherein an operating system is 
located on the second storage device; and 

a processor unit connected to the mis, wherein the processor unit executes the 
current boot code instaLClions check toyoctcrmine whether updated boot code instructions 
are present in the second storage device, updates the current boot code instructions using 
the updated boot code instructions to form an updated set of boot code instructions if the 
updated boot code instructions are present on the second storage device, reinitializes the 
data processing system using thfc updated set oFboot code instructions if the cunrent boot 
code instructions are updated/and loads the operating system using the updated set of 
boot code instructions, 



16. (Original): The datayproccssing system of claim 15, wherein updating of the current 
boot code instructions is performed by replacing Ihe current boot code instructions in the 
first storage device with the updated boot code instructions in the second storage device. 

1 7. (Original): TIfc data processing system of claim 15, wherein the processor unit loads 
the operating system using the current boot code instructions if updated boot code 
instructions are absent on the second storage device. 



1 8. (Original): The data processing system of claim 1 7, wherein the updated boot code 
instructions arc present if any boot code instructions are present on the second storage 
device/ 
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19. (Original): The data processing system of claim 17, whercirythe updated boot code 
instructions arc present if a nuwer version of the current boot code instructions is present. 

20. (Original): The data processing system of claim 15, wh/rcin the first storage device 
is a non- volatile random access memory. / 

e> / 

^-^ 21. (Original): The data processing system of claim 15( wherein the second storage 

device is one of a removable non-volatile random access memory, a hard disk drive, a 
fioppy disk, a CD-ROM, and a DVD-ROM. / 

22. (Previously Amended): The data processhWsystem of claim 15, wherein the data 
processing system is one of a laptop computer/a palmtop computer, a personal computer, 
and a personal digital assistant. / 

23. (Previously Amended): A data processing system for updating a current boot code in 
which the current boot code is used to load an operating system, the data processing 
system comprising: / 

loading means for loading a current boot code from a non-volatile memory; 
initiating means for initialing/a boot sequence using the current boot code; 
searching means for searching a storage device for an updated boot code for the 
operating system in response to initiating the boot sequence; and 

updating means for upda/ing the current boot code in the non-volatile memory 
prior to loading the operating system for the data processing system if the updated boot 
code is present. / 

24. (Original): The data processing system of claim 23, wherein the storage device is a 
non-volatile random access memory. 

25. (Original): The data processing system of claim 23, wherein the operating system is 
stored on the storage/device. 
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26. (Original): The dala processing system oF claim 25, wherein the storage device is a 
removable storage device locally connected to the dala processing system. 

27. (Original): The dala processing system of claim 23yTurlher comprising: 

loading means for loading the operating systci)* using the current boot code iflhe 
updated boot code is absent. 

28. (Original): The data processing system ofcla/tn 23, wherein the updating means 
comprises: 

replacing means for replacing the curre/it boot code with the updated boot code 
prior to loading the operating system. 

29. (Original): The data processing systcn/ of claim 23, wherein the updating means 
generates a new current boot code and further comprises: 

restarting means for restarting tyc data processing system using the new current 
boot code; and 

loading means for loading th^ operating system using the new current boot code. 

30. (Original): The data processing system of claim 23, wherein the updated boot code is 
present if a boot code is present 911 the storage device in which the boot code is a later 
version of the current boot code 

31 . (Origin al): The data processing system of claim 23, wherein the updated boot code is 
present if a boot code is looped on the storage device, 

32. (Previously Amended}: A data processing system for loading an operating system 
using a boot code, the dala processing system comprising: 

loading a currem boot code; 

searching means for searching, by the current boot code, for an updated boot code 
prior lo loading the operating system; 
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determining means for determining, by the current bbot code, whether the updated 
boot code is a later version of the current boot cod£; and 

updating means for updating the current boot cotae using the updated boot code 
responsive to the updated boot code being a later vcrsi&n of the current boot code. 




33. (Original): The data processing system of claij/ 32, wherein the searching means 
\^ comprises: 

means for searching a local slorage devj^c for the updated boot code prior to 
loading the operating system, 

34. (Previously Amended): The dala processing system of claim 33, wherein the local 
storage device contains the operating sy/tem. 

35. (Original): The data processing System of claim 32, wherein the searching means 
comprises: 

means for searching a stooge device located remotely to the data processing 
system for the updated boot code prior to loading the operating system. 



36. (Original): The data processing system of claim 35, wherein the storage device is 
located on a server. 

37, (Previously Amended): A computer program product in a computer readable medium 
for updating a current boot code in a data processing system in which the current boot 
code is used to load aw operating system, the computer program product comprising: 

first instructions for loading a current boot code from a non-volatile memory; 

second instructions for initiating a boot sequence using the current boot code; 

third instructions for searching a storage device for an updated boot code for the 
operating system in response to initiating the boot sequence; and 

fourth instructions for updating the current boot code in the non- volatile memory 
prior to loaditfg the operating system for the data processing system if the updated boot 
code is present. 
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38, (Previously Amended): A computer program product in a computer readable medium 
for loading an operating system using a boot code, the computer program product 
comprising: 

first instructions for loading a cunfcnt boot code; 

second instructions for searching, by the current boot code, for an updated boot 
code prior to loading the operating system; 

third instructions for delemfining, by the current boot code, whether the updated 
hoot code is a later version of tha current boot codt-; 

fourth instructions for updating the current boot code using the updated boot code 
responsive to the updated boot code being a later version of the current boot code. 
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